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(vi) If you did not use Equation Y-23,
the tank-specific methane composition
data and the annual gas generation
volume (scf/yr) used to estimate the cu-
mulative CH; emissions for storage
tanks used to process unstabilized
crude oil.

(5)—(7) [Reserved]

(p) For loading operations, the owner
or operator shall report:

(1) The cumulative annual CH, emis-
sions (in metric tons of each pollutant
emitted) for loading operations.

(2) The quantity and types of mate-
rials loaded by vessel type (barge,
tanker, marine vessel, etc.) that have
an equilibrium vapor-phase concentra-
tion of methane of 0.5 volume percent
or greater, and the type of vessels in
which the material is loaded.

(3) The type of control system used
to reduce emissions from the loading of
material with an equilibrium vapor-
phase concentration of methane of 0.5
volume percent or greater, if any (sub-
merged loading, vapor balancing, etc.).

(q) Name of each method listed in
§98.254 or a description of manufactur-
er’s recommended method used to de-
termine a measured parameter.

[74 FR 56374, Oct. 30, 2009, as amended at 75
FR 79164, Dec. 17, 2010; 78 FR 71963, Nov. 29,
2013]

§98.257 Records that must be re-
tained.

In addition to the records required by
§98.3(g), you must retain the records of
all parameters monitored under §98.255.
If you comply with the combustion
methodology in §98.252(a), then you
must retain under this subpart the
records required for the Tier 3 and/or
Tier 4 Calculation Methodologies in
§98.37 and you must keep records of the
annual average flow calculations.

[75 FR 79166, Dec. 17, 2010]

§98.258 Definitions.

All terms used in this subpart have
the same meaning given in the Clean
Air Act and subpart A of this part.

40 CFR Ch. | (7-1-14 Edition)

Subpart Z—Phosphoric Acid
Production

§98.260 Definition of the source cat-
egory.

The phosphoric acid production
source category consists of facilities
with a wet-process phosphoric acid
process line used to produce phosphoric
acid. A wet-process phosphoric acid
process line is the production unit or
units identified by an individual identi-
fication number in an operating permit
and/or any process unit or group of
process units at a facility reacting
phosphate rock from a common supply
source with acid.

§98.261 Reporting threshold.

You must report GHG emissions
under this subpart if your facility con-
tains a phosphoric acid production
process and the facility meets the re-
quirements of either §98.2(a)(1) or
(a)(2).

§98.262 GHGs to report.

(a) You must report CO, process
emissions from each wet-process phos-
phoric acid process line.

(b) You must report under subpart C
of this part (General Stationary Fuel
Combustion Sources) the emissions of
CO,, CHy4, and N,O from each stationary
combustion unit following the require-
ments of subpart C of this part.

§98.263 Calculating GHG emissions.

You must calculate and report the
annual process CO, emissions from
each wet-process phosphoric acid proc-
ess line using the procedures in either
paragraph (a) or (b) of this section.

(a) Calculate and report under this
subpart the process CO, emissions by
operating and maintaining a CEMS ac-
cording to the Tier 4 Calculation Meth-
odology specified in §98.33(a)(4) and all
associated requirements for Tier 4 in
subpart C of this part (General Sta-
tionary Fuel Combustion Sources).

(b) Calculate and report under this
subpart the process CO, emissions
using the procedures in paragraphs
(b)(1) and (b)(2) of this section.

(1) Calculate the annual CO, mass
emissions from each wet-process phos-
phoric acid process line using the
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